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Data Sheet  
                   －For AH 

编号 N20210728 

品名 安普盛 HLR2 雷达 

安普盛型号 HLR12-5AI 
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HLR12-5AI Data Sheet 

1. FEATURES: 

● Light weight, compact 

● 24GHZ-ISM, 

● Low cost 

● Hidden mounting capability 

● Operating temperature range:－40℃ to ＋85℃ 

● Maintains operation through harsh weather conditions (temperature, light, rain) 

● Gesture recognition 

 

2. APPLICATIONS: 

       ● Building and smart home (IoT) 

● Lighting control 

● Industrial robotics (Manufacturing robotics) 

● Gesture Recognition Switch 

 

3. PRODUCT IDENTIFICATION: 

 

  

       (1)    (2)    (3)    (4)                (5) 

 
(1) Honmax 
(2) L Series 
(3) Radar 
(4) Part No.12 
(5) Gesture Radar Model 

 

4. PCB SHAPE AND DIMENSIONS: 

     Unit:mm 

 

 

 

 

H L

 

R 1 2 

 

- 5 A I 
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Photo 

 

 

 

 

 

 

 

 

 

 

 

5. Block Diagram:  
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6. Electrical Characteristics: 

  Characteristic CONDITIONS MIN TYP MAX  UNITS 

System   

Transmit frequencies delivery condition 24 24.125 24.25 GHz 

Output power (EIRP) @ 25°C 

 

17 

 

dBm 

Modulation FMCW 

    

Update Time   

 

100 

 

ms 

Communication 

Interface 

  

UART（115200）       

Radar 

Detection Distance 
 

@0 dBsm 0.53 
 

 

2.55 m 
 

Antenna 

FOV horizontal（-6dB） 

 

59 

 

deg 

vertical（-6dB） 

 

36 

 

deg 

Other 

Supply Voltage 

 

4.8 5 12.8 V  

Supply Current   <110  mA 

Weight 

  

5 

 

g 
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FOV 
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7.PIN INTERFACE: 

   PIN# DESCRIPTION 

 

IN/OUT 

 

COMMENT 

 
   PIN1 Power 

Supply 

 

input 

 

5~12(V) 

 

 

   PIN2 GND 

Supply 

 

- 

 

GND 

 

 

   PIN3 TX output 

 

 

TTL 

   PIN4 RX input 

 

TTL 

 

8. Connecting line Description: 

Unit:mm 

 

9. Installation: 

雷达装于马桶后，天线的法线与水平夹角为 40°  

安装图: 
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10. Gesture: 
 站立在马桶前端50cm内（马桶正中间左右偏45°范围内），可识别上下或左右摆手。 

 

1、左右摆手： 

手臂斜向下左右摆手，摆手路径长度需要略大于马桶宽度（从马桶左边到马桶到右边）。 

摆手周期为自然往返一个周期（如图：下左）。 

                     

 

2、上下摆手： 

手臂由自然垂直向上抬高然后落下（中间不要停顿），摆手时手臂不要高过肩部。 

摆手周期为自然往返一个周期（如图：上右）。 
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11. Environmental Characteristics: 

(1) Storage Condition 

The temperature should be within 0 ~ 30℃ and humidity should be less than 60% RH. 

The product should be used within 1 year from the time of delivery. 

 

(2) Operating Temperature Range 

Operating temperature range : -40℃ to +85℃. 

 

 

12. 变更记录: 

版本 变更内容 变更人 生效日期 

2021/03/18 1. 首次发布 YK 2021-03-18 

2021/04/12 1. 更改线材长度为“350±15mm” 

2. 增加客户料号和机型 

YK 2021-04-12 

2021/05/27 1. 更改“线材规格”“外露长度 330±15mm” 

2. 修改天线角度表示图片 

YK 2021-05-27 

2021/07/28 3. 替换“天线角度”示意图 YK 2021-07-28 

 


